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All rights reserved; no part of this publication may be reproduced, stored in a 
retrieval system, or trasmitted in any form or by any means, electronic, otherwise, 
without the prior written permission of Digicom S.p.A. The contents of this booklet 
may be modified without notice. Every possible care has been taken in testing and 
putting together all the documentation contained in this booklet, however Digicom 
can not take any responsability brought by the use of this booklet. 
 
The following installation rules should be respected in order to have the best 
working order of the equipment and for the user’s safety. 
 
(19,520(17$/�&21',7,216�
ENVIROMENTAL TEMPERATURE  
from 0 to +45°C 

RELATIVE HUMIDITY from 20 to 80% 
n.c. 

 
Rapid changes of temperature or humidity should be avoided (0,03°C/min). 
This equipment, including cables, should be installed in an area free from: 

• Dust, humidity, heat from direct sun light. 
• Objects which irradiate heat. These could cause damage to the 

container or other problems. 
• Objects which produce a strong electtromagnetic field (loudspeakers, 

etc.) 
• Liquids or chemical corrosive substances. 

 
&/($1,1*�7+(�7(50,1$/�
Use a clean and soft cloth. Wet the cloth with water or natural detergent if it is 
necessary to remove any stains. Never use chemical products such as petrol or 
solvents. 
 
9,%5$7,216�25�'5233,1*�
Caution against vibrations and dropping. 
 

'(&/$5$7,21� � 2)�&21)250,7<�
'LJLFRP�6�S�$��YLD�$OHVVDQGUR�9ROWD����������&DUGDQR�DO�
&DPSR�9DUHVH��
This product  sat isfies the basic requirements of the below indicated 
Direct ive:  
 

• �������&( 
• (1������� �
• (1�����������
• (1�������
• (1������ 

• (1������ 
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���,QWURGXFWLRQ�
The VoiceGATE GATEWAY provides voice/fax service over IP network with 
H.323 v3 protocol. By connecting to your existing ADSL or cable modem 
service, which allows the use of a single, network for voice and fax services 
with consequent saving in network infrastructure and greatly reduced 
telephone charges. Ideal solution for providing low cost communications 
between headquarters and branch offices in the world, as well as for SOHO 
and office telephony applications. 
 
VoiceGATE GATEWAY provides analog lines to connect local PSTN/PTT 
interface (FXO), and converts voice/fax signal onto IP network. The 
management feature is via RS-232C COM port and TELNET. 
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����)HDWXUHV�DQG�VSHFLILFDWLRQ�
�
*HQHUDO�)HDWXUHV�
- ITU-T H.323 v3 compliance 
- Automatically Gatekeeper Discovery 
- Peer-to-Peer mode (non-Gatekeeper) 
- Support auto-attendant (2nddial Tone / Voice greeting) 
- Dimensions : 221mm(W)*42mm(H)*217mm(L) 
- Line hunting 
- 4 RJ-11 FXO ports 
- E.164 (Telephone Number Plan) 
- DTMF dialing  
- DTMF detection/generation 
- TFTP software upgrade 
- Remote configuration/reset via Telnet 
- LED indication for system status 
- LAN interface : One RJ-45 connector of 10Base-T 
- Microsoft Netmeeting v3.0 compatible 
- Support static IP and DHCP 
- QoS by ToS (Type Of Service) 
- SNTP (Simple Network Time Protocol) 
- Security: Password setting 

 
$XGLR�IHDWXUH�
- Codec -- G.711 a/ law, G.723.1 (6.3K/bps), G.729A (Optional) 
- VAD (Voice Activity Detection), CNG (Comfort Noise Generate) 
- G.168/165-compliant adaptive echo cancellation 
- Dynamic Jitter Buffer 
- Bad Frame Interpolation 
- Call Transfer (H.450.2)  
- Call Forward (H.450.3)  
- Call Hold (H.450.4)  
- Gain Settings 
- Provide Call Progress Tone: Dial tone, busy tone, call-holding tone and 

ring-back tone 
0DQDJHPHQW�)HDWXUHV��
Two easy ways for system configuration 
- Console port: RS-232C port 
- TELNET 

HTTP Brower (e.g. Internet Explorer)
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����$SSHDUDQFH�
)URQW�SDQHO��7KH�/('�OLJKW�SURYLGHV�V\VWHP�PHVVDJH�RI�9RLFH*$7(�*$7(:$<��

3RZHU���Light on means VoiceGATE GATEWAY is power on. 
/��/����Light on means the line is in use. 
/LQN�� Light on means VoiceGATE GATEWAY is connected to the 

network correctly. 
$FW���LED should be light on and in flash display when data is 
transmitting. 
5HDG\���1. Light on and in slow flash means VoiceGATE GATEWAY is in 

operation mode. 
6WDWXV���1. Light on means VoiceGATE GATEWAY successfully 

registered to Gatekeeper when it is set as Gatekeeper Mode.  
2. LED flash means VoiceGATE GATEWAY is not registered to 

Gatekeeper when it is set as Gatekeeper Mode.  
3. Or when VoiceGATE GATEWAY is in downloading mode, LED 

should be flash as well. 
4. Light off means VoiceGATE GATEWAY is in Peer-to-Peer 
Mode. 

%DFN�SDQHO��
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���%DVH�7��RJ-45 Modular Jack Female connector with 10 Mbps Ethernet. 

&20� RS232 console port (9-pin Male connector, as the same as the computer). 
 

Male connector (as the same as the PC) 

 

9 PIN D-SUB MALE at the VoiceGATE GATEWAY 
3LQ� 1DPH� 'LU� 'HVFULSWLRQ�
2 RXD Å Receive Data 
3 TXD Æ Transmit Data 
5 GND  System Ground 

/��a�/�� RJ-11 (PSTN or Extension Line of PBX) 
 

2Q���2II� Power switch on/off. 
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����������9$&� AC Power supply. 

���6\VWHP�2SHUDWLQJ�3URFHGXUH�

2.1 System Requirement  

2.2 Telephone Line Requirement 

2.3 IP Environment Setting 

START 

END 

2.4 Hyper Terminal Setting 



                                                                   

 

10

9RLFH*$7(�*$7(:$<�XVHU�PDQXDO�

����6\VWHP�5HTXLUHPHQW�
1. One PC (a) Pentium 100 or above, 64 MB DRAM, Windows 98 or above. 

(b) Network card (RJ-45) & COM port 
2. One standard RS-232 straight cable with WZR� IHPDOH� FRQQHFWRUV�

depended on the different model. 
3. PSTN lines / PBX extension lines (up to 4 lines). 
4. Software tools   (a) Hyper terminal, telnet (Windows OS included); (b) 

Gatekeeper (optional) 
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����7HOHSKRQH�/LQH�5HTXLUHPHQW�
7ZR�NLQGV�RI�DQDORJ�OLQHV�FDQ�EH�FRQQHFWHG�WR�5-����RI�9RLFH*$7(�
*$7(:$<��
1. PSTN (Public Switched Telephone Network, POTS) or 
2. PABX (Private Automatic Branch Exchange) / PBX (Private Branch 

Exchange) extension line. 
 
3671�
1. It is necessary to provide PSTN/POTS telephone lines in order to plug 

into RJ-11 of VoiceGATE GATEWAY. 
2. The maximum telephone lines are up to 4. 
 
3$%;���3%;�
1. 4  PSTN lines can be replaced to the 4 extension lines of PBX. 

1RWH��Since the Line function feature starts from L1, please plug the 
telephone lines from L1. 

����,3�(QYLURQPHQW�6HWWLQJ�
User must prepare a valid IP address to be complied IP Network policy in 
order for VoiceGATE GATEWAY operating correctly.  
 
For example, if your company’s IP address is 192.168.4.111, subnet mask is 
255.255.0.0, default gateway is 192.168.1.254, you should prepare one IP for 
VoiceGATE GATEWAY, such as IP address is 192.168.4.99, and the same 
subnet mask and default gateway. 
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����+\SHU�7HUPLQDO�6HWWLQJ�
1. Execute the Hyper Terminal program, then the following windows pop-up 

on the screen. (START – Program files – Accessories – Communication – 
Hyper Terminal) 

2. Define a name such as ‘FXO Gateway’ for this new connection. 
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3. After pressing OK button, the next window popping up is necessary to 
connect choose COM Port. 

1RWH��Some connection failed is derived the PC COM Port. If user cannot open 
the com port, for example com 1, please try another com port, ex.com port 
2. 

 

4. Configure the COM Port Properties as following: 
(1) Bits per second : 9600 
(2) Flow control : None 

Press ‘OK’ button, and start to configure VoiceGATE GATEWAY. 
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,QLWLDOL]LQJ�9RLFH*$7(�*$7(:$<� �
6HWWLQJ�
����*DWHNHHSHU�0RGH�

(a) Configure VoiceGATE Eth FXO GateWay 
Password 

(b) Configure VoiceGATE Eth FXO GateWay IP 
Address 

(c) Gatekeeper Mode Settings 

START 

END 

(d) Save VoiceGATE Eth FXO GateWay 
Configuration & Reboot VoiceGATE Eth 
FXO GateWay  
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�D��&RQILJXUH�9RLFH*$7(�*$7(:$<�3DVVZRUG�

 It is important for the first time user to follow the operation procedure. 
1. Power on the VoiceGATE GATEWAY and the sentence “Please wait while 

system is initializing…………S” is displayed. 

--------------------------------------------------------------------------------------------- 
$WWDFKHG�7&3�,3�LQWHUIDFH�WR�FSP�XQLW���
$WWDFKLQJ�LQWHUIDFH�OR����GRQH�
�
�
3OHDVH�ZDLW�ZKLOH�V\VWHP�LV�LQLWLDOL]LQJ������������6�
 

Wait around 40 seconds, the login name and password are requested.
--------------------------------------------------------------------------------------------- 
$WWDFKHG�7&3�,3�LQWHUIDFH�WR�FSP�XQLW���
$WWDFKLQJ�LQWHUIDFH�OR����GRQH�
$&����>�@�LV�2.�
$&����>�@�LV�2.�
$&����>�@�LV�2.�
6XFFHVVIXO�
�
� ,QLWLDOL]H�266�OLEUDULHV���2.��
RSHQ�VWDFN�VXFFHVVIXO�
FP,QLWLDOL]H�VXFFHHG��
*.�PRGH�VHOHFWHG��
�
ORJLQ��
 

 

3. Login: when VoiceGATE GATEWAY is used for the first time, “root” is 
default login name without a password. 

 
4. Password setting: type “passwd –set root ****” to define a password for 

“root” account. “****”, in above description, stands for contents of the 
password. An example, to set URRW’s password as JRRG, is demonstrated 
as following: 

--------------------------------------------------------------------------------------------- 
XVU�FRQILJ��SDVVZG��VHW�URRW�JRRG�
�
6HWWLQJ�
ORJLQ��URRW�
3DVVZRUG��JRRG�
2.�
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�
�E��&RQILJXUH�9RLFH*$7(�*$7(:$<�,3�$GGUHVV�

Use “LIDGGU” command to set up VoiceGATE GATEWAY’s IP address and 
related network information. An example is demonstrated below: 
--------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��LIDGGU�±LS����������±PDVN����������������±JDWH������������
�
1RWH��WKLV�LV�WR�DVVLJQ�9RLFH*$7(�*$7(:$<�DQ�,3�DGGUHVV�RI�³��������´��VXEQHW�PDVN�
³�������������´��DQG�GHIDXOW�,3�JDWHZD\�³����������´��

   

�F��*DWHNHHSHU�0RGH�6HWWLQJV�
To assign a gatekeeper address for VoiceGATE GATEWAY, and define its own 
registered ID and phone number. For detail, please refer to &KDSWHU������>K���@�
FRPPDQG. 
Several important H323 parameters is listed below when setting gatekeeper 
mode: 
“±JN”, ”±H���”, and ”±DOLDV”. 
An example is demonstrated below: 
����������������������������������������������������������������������������������������������������������
XVU�FRQILJ��K����±JN����������±H����±DOLDV�I[R�

�
1RWH��7KLV� LV� WR� VHW�JDWHNHHSHU� ,3�DGGUHVV�DV�³��������´�� H�����QXPEHU� DV�³�´��DQG�
DOLDV�QDPH��K���,'��DV�³fxo´��
 

�G��6DYH�9RLFH*$7(�*$7(:$<�&RQILJXUDWLRQ�	�5HERRW�9RLFH*$7(�
*$7(:$<�
 

1. Confirming the values, type FRPPLW and press HQWHU to save all the 
changes you have done. 

2. Type UHERRW and press HQWHU to reboot the VoiceGATE GATEWAY. 
3. Wait for VoiceGATE GATEWAY initializing in gatekeeper mode. 
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����3HHU�WR�3HHU�0RGH�
 
 Peer-to-Peer Mode allows users to call other VoIP devices without using a 
gatekeeper. When in Peer-To-Peer mode, VoiceGATE GATEWAY will send SETUP 
message directly to the destination IP address once the dial is finished. Users 
have 2 methods of dial. One is IP dialing, and the other is Phonebook dial, which 
we will describe later. When using IP address as destination phone number, press 
“*” as “.” in IP address expression, and press “#” when dial is finished. When using 
Phonebook, users can dial predefined phone number, and press “#” (optional, to 
accelerate the dial) as end of dial. 
  
 To configure Peer-To-Peer Mode in VoiceGATE GATEWAY, follow the steps 
below: 
 
1. Set Peer-To-Peer Mode, using “h323” command 

������������������������������������������������������������������������������������������������� 
XVU�FRQILJ��K����±PRGH�� 

� �
1RWH�� PRGH� �� LV� IRU� 3HHU�7R�3HHU� �QRQ�JN�� PRGH�� ZKLOH� PRGH� �� LV� IRU� *.�
PRGH��

 
2. Configure Phonebook, using “pbook” command. 
 8VHUV�FDQ�UHIHU�WR�FKDSWHU������>SERRN@�FRPPDQG�IRU�PRUH�LQIRUPDWLRQ��

������������������������������������������������������������������������������������������������� 
XVU�FRQILJ��SERRN�±DGG�QDPH�7(67��LS����������H�������
�
1RWH�� WKH�FRPPDQG� LV� WR�DGG�D� UHFRUG�RQWR�3KRQHERRN��$IWHU� WKH�FRPPDQG�
FRPSOHWHG�� \RX�FDQ� W\SH� ³SERRN�±SULQW´� WR� VHH� LI� WKH� LQSXW� UHFRUG� LV� FRUUHFW��
:KHQ� DGGLQJ� D� UHFRUG� WR� 3KRQHERRN�� XVHUV� GR� QRW� KDYH� WR� UHERRW� WKH�
PDFKLQH��DQG�WKH�UHFRUG�ZLOO�EH�HIIHFWLYH�LPPHGLDWHO\��
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�



                                                                   

 

18

9RLFH*$7(�*$7(:$<�XVHU�PDQXDO�

����%HKLQG�,3�6KDULQJ�
,3�6KDULQJ�IXQFWLRQ�
The function is for user whose network environment is behind IP Sharing device. It is said 
VoiceGATE GATEWAY is connected to the IP Sharing device.  
An example such as ADSL network is in the following.  
 

ATU-R ADSL Modem 

        
        WAN  
        

IP Sharing device 
 
 
      LAN � � � � �LAN�  
  
  VoiceGATE GATEWAY      PC �� �The WAN IP Address obtained from ADSL has two kinds of methods.  
   One is fixed IP Address, while user applies for one or more fixed IP Addresses.  
   Another is dynamic IP Address while user applies for dial-up connection way. �� �The LAN IP Address of User’s PC can be set as DHCP client in order to gain an valid 

one.  � �Anther IP Address for VoiceGATE GATEWAY must be set as an fixed one in order for 
that IP Sharing device pass forwarding the relevant information from WAN to LAN. 
Besides, a valid IP Address which meets the IP Sharing device (LAN site) is the 
element.  � �VoiceGATE GATEWAY must enable the IP Sharing function for the fixed / dynamic 
WAN IP Address.  

   Fixed IP Address – XVU�FRQILJ��LIDGGU�±LSVKDULQJ����������������  ���Dynamic IP Address –XVU�FRQILJ��LIDGGU�±LSVKDULQJ��  
============================================================= 
Please be noted 
With Dynamic WAN IP Address, an valid Gatekeeper for VoiceGATE GATEWAY to get 
register on it is a must. ,Q� RWKHU� ZRUG�� LW� LV� QRW� ZRUNDEOH� LQ� 3HHU�WR�3HHU� PRGH� ZKLOH�
G\QDPLF�:$1�,3�$GGUHVV�  
 � �IP Sharing device must have a function to do IP/Port mapping. Some is named as DMZ, 

some is named as virtual server. The VoIP messages from WAN have to completely 
pass forward to the LAN. It is said if the VoiceGATE GATEWAY is assigned a virtual 
fixed IP Address such as 192.168.1.5, IP Sharing device must forward the VoIP 
messages to 192.168.1.5.     
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���'LVFRQQHFW�7RQH�&RQILJXUDWLRQ�
 
This application note is going to describe the procedures of configuring the 
disconnect tone on VoiceGATE GATEWAY in order to release LINE ports of 
VoiceGATE GATEWAY after PSTN/PBX caller party is hung up. 
 
����:KDW�LV�'LVFRQQHFW�7RQH�
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
A caller make a telephone call to Gateway from PSTN side, VoiceGATE 
GATEWAY will answer the call automatically. If the IP side of other VoIP devices 
do not answer the call and the caller hang up the call, the PSTN/PBX will give 
Gateway a disconnect tone automatically. Or, both devices are installed with 
VoiceGATE GATEWAY and connect to local PSTN. If both parties are in talk mode, 
one side hang up the call the VoiceGATE GATEWAY has to recognize the 
disconnect tone from local PSTN. The VoiceGATE GATEWAY gateway will 
recognize this disconnect tone and release the LINE port with the pre-defined busy 
tone or reorder tone from VoiceGATE GATEWAY tone table. 
 
If the other VoIP device of IP side hangs up the phone, the gateway will release 
the LINE port automatically without analyzing disconnect tone from PSTN/PBX. 
 
There are three parameters received from PSTN/PBX. 
- High level frequency and Low level frequency 
- Tone Cadence (ON/OFF intervals) 
- Tone level 
 
These parameters have to be properly configured to VoiceGATE GATEWAY in 
order to recognize disconnect tone correctly. Each different PSTN/PBX have 
different parameters. So, VoiceGATE GATEWAY has to configure tone table when 
LINE port connect to different PSTN/PBX. 
 
 

IP-Network 
3671�RU�
3%;�VoiceGA

TE Eth 
FXO 

GateWay 

Other VoIP 
devices 

IP Side 
PSTN side 

&DOOHU�
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����+RZ�WR�FRQILJXUH�GLVFRQQHFW�WRQH�RQ�9RLFH*$7(�*$7(:$<�
JDWHZD\�

 
VoiceGATE GATEWAY has a default setting of disconnect tone (Busy tone 1, 
Busy tone 2, reorder tone 1 and reorder tone 2 ). If the disconnect tone was 
recognized correctly, the LINE port from PSTN/PBX will be released in two 
seconds. Otherwise it may be released after one minute or lock this LINE 
permanently.  
The tone table parameters are shown as follows.  
 
LowFreq 480:  Low frequency is 480 HZ 
HighFreq 620:  High frequency is 620 HZ 
LowFreqLevel  8:  Low frequency level received range from PSTN/PBX 
HighFreqLevel  8: High frequency level received range from PSTN/PBX 
TOn1 - 50:   Disconnect tone cadence ON time is 0.5 seconds 
TOff1 - 50:   Disconnect tone cadence OFF time is 0.5 seconds 
( If this is continuous tone, the Toff has to set to 1023 ) 
TOn2 - 1023:   Disconnect tone second cycle cadence ON time is OFF 
TOff2 - 1023:   Disconnect tone second cycle cadence OFF time is OFF 
( If the tone cadence has only one cycle, the second cycle must set to 1023 ) 
 
����([DPSOHV�KRZ�WR�FRQILJXUH�7RQH�WDEOH�
a. 480/620 frequency with ON/OFF time is 0.5 seconds 
tone -busy1 480 620 8 8 50 50 1023 1023 
 
b. 480 HZ single frequency with continuous tone 
tone –reorder2 480 0 8 0 50 1023 1023 1023 
 
����7KHUH�DUH�WZR�ZD\V�WR�DQDO\]H�WKH�GLVFRQQHFW�WRQH��
a. The first one is using command “greetrd” from VoiceGATE GATEWAY. Once 

you follow the instruction to analyze the disconnect tone, Gateway will 
configure the tone table (Busy tone 1, Busy tone 2, reorder tone 1 and reorder 
tone 2 ) with proper frequency and default tone level and cadence (Ton1/Toff1) 
automatically. Or you may read the analysis tone frequency from command line 
and configure to one of tone table manually. 

 
The default tone level is set to 8. And the tone cadence (Ton1/Toff1) is set to 
four different values on tone table. They are 0.1 second, 0.25 seconds, 0.5 
seconds and 0.75 seconds with parameters 10/10, 25/25, 50/50 and 75/75.  
 
If the PBX/PSTN cadence is not the value as default shown as above, you 
need to use the following instruction to analyze ON/OFF intervals. 

 
b. You may use your PC (START Æ Program Files Æ Accessories Æ Multimedia 
Æ Recorder) with Headset or Microphone to record the disconnect tone via a 
telephone set from PSTN/PBX and save to a voice file. Then you can use 
“CoolEdit Pro” software to analyze the frequency and ON/OFF time. Please visit 
http://www.cooledit.com to download demo version for analysis. You can use this 
program to analyze ON/OFF time and fill in to tone table. 
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����$GMXVW�7RQH�7DEOH�SDUDPHWHUV�PDQXDOO\�
 
If the gateway still cannot release the LINE port in two seconds, try to adjust the 
frequency by 1 hz on tone table. For example, your analysis value is 620/480, take 
the following procedures. 
 
620/479 
620/480 
620/481 
621/479 
621/480 
621/481 
619/479 
619/480 
619/481 
 
If the LINE port of gateway was locked, please use “hangup 0” command to 
release LINE 1, “hanhup 1” to release LINE 2…etc. 
 
 
 
����$GMXVW�,QSXW�7RQH�/HYHO�
 
Sometimes the disconnect tone level is too low to detect by VoiceGATE GATEWAY. 
You can increase input gain from the following command. 
 
voice -volume input xx 
commit 
reboot 
 
xy is the input gain parameters. The maximum number is 35. if the number is over 
35, the echo may be happened. Once you increase input gain, the voice volume 
from PSTN to IP side is increased too. 
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���&RPPDQG�OLVWV�
 
����>KHOS@�FRPPDQG�

Type KHOS or PDQ or " to list all the available command. 
XVU�FRQILJ��"�
KHOS� � � KHOS�PDQ�"�>FRPPDQG@�
TXLW� � � TXLW�H[LW�FORVH�
GHEXJ�� � VKRZ�GHEXJ�PHVVDJH�
UHERRW� � UHERRW�ORFDO�PDFKLQH�
IODVK� � � FOHDQ�FRQILJXUDWLRQ�IURP�IODVK�URP�
FRPPLW� � FRPPLW�IODVK�URP�GDWD�
LIDGGU�� � LQWHUQHW�DGGUHVV�PDQLSXODWLRQ�
WLPH� � � VKRZ�FXUUHQW�WLPH�
SLQJ� � � WHVW�WKDW�D�UHPRWH�KRVW�LV�UHDFKDEOH�
JUHHWUG� � *UHHWLQJ�YRLFH�DQG�'LVFRQQHFW�WRQH�5HFRUG�PRGH�
SERRN�� � 3KRQHERRN�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
V\VFRQI� � 6\VWHP�LQIRUPDWLRQ�PDQLSXODWLRQ�
K���� � � +�����LQIRUPDWLRQ�PDQLSXODWLRQ�
YRLFH� � � 9RLFH�LQIRUPDWLRQ�PDQLSXODWLRQ�
JN� � � � � � � � � � � � � � � +�����JDWHNHHSHU�PDQLSXODWLRQ�
WRV� � � ,3�3DFNHW�7R6��7\SH�RI�6HUYLFH�YDOXHV�
WRQH� � � 6HWXS�RI�FDOO�SURJUHVV�WRQHV�
VXSSRUW� � 6SHFLDO�9RLFH�IXQFWLRQ�VXSSRUW�PDQLSXODWLRQ�
JURXS�� � *URXSLQJ�VHWWLQJ�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
EXUHDX� � %XUHDX�OLQH�LQIRUPDWLRQ�PDQLSXODWLRQ�
SUHIL[� � � � � � � � � � � 3UHIL[�LQIRUPDWLRQ�PDQLSXODWLRQ�
URP� � � 520�ILOH�XSGDWH�
SDVVZG� � 3DVVZRUG�VHWWLQJ�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
�
XVDJH��KHOS�>FRPPDQG@�

 
����>TXLW@�FRPPDQG�
 

Type TXLW will quit the VoiceGATE GATEWAY configuration mode. And turn 
back to login prompt. 
XVU�FRQILJ��TXLW�
'LVFRQQHFWLQJ����
ORJLQ��  
 
Note: ,W�LV�UHFRPPHQGHG�WKDW�W\SH�WKH�³TXLW´�FRPPDQG�EHIRUH�\RX�OHDYH�WKH�FRQVROH��
,I�VR��9RLFH*$7(�*$7(:$<�ZLOO�DVN�SDVVZRUG�DJDLQ�ZKHQ�QH[W�XVHU�FRQQHFWV�WR�
FRQVROH�SRUW� 

����>GHEXJ@�FRPPDQG�
Open debug message will show up specific information while VoiceGATE 
GATEWAY is in operation. After executing the debug command, it should 
execute command GHEXJ� �RSHQ as well. One example is demonstrated 
below. 
XVU�FRQILJ��GHEXJ��DGG�K����YS�
XVU�FRQILJ��GHEXJ��RSHQ�
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 Parameters Usage: 
-status  Display the enabled debug flags. 
-add   Add debug flag. 
   ���K������K����UHODWHG�LQIRUPDWLRQ�
� � � ���YS���YRLFH�UHODWHG�LQIRUPDWLRQ 
-delete  Remove specified debug flag. 
-open  Start to show debug messages. 
-close  Stop showing debug messages. 

����>UHERRW@�FRPPDQG�
After FRPPLW command, type UHERRW to reload VoiceGATE GATEWAY in new 
configuration. The procedure is as below: 
XVU�FRQILJ��UHERRW�
$WWDFKHG�7&3�,3�LQWHUIDFH�WR�FSP�XQLW���
$WWDFKLQJ�LQWHUIDFH�OR����GRQH�
$&����>�@�LV�2.�
$&����>�@�LV�2.�
$&����>�@�LV�2.�
6XFFHVVIXO�
�
,QLWLDOL]H�266�OLEUDULHV���2.��
RSHQ�VWDFN�VXFFHVVIXO�
FP,QLWLDOL]H�VXFFHHG��
*.�PRGH�VHOHFWHG��
�
ORJLQ��

����>IODVK@�FRPPDQG�
 
This command will clean the configuration stored in the flash rom and reboot 
VoiceGATE GATEWAY in factory default setting. 
 
Parameter Usage: 
-clean clean all the user-defined value, and reboot VoiceGATE 

GATEWAY in factory default mode. 
1RWH��,W�LV�UHFRPPHQGHG�WKDW�XVH�³IODVK�±FOHDQ´�DIWHU�DSSOLFDWLRQ�ILUPZDUH�LG�

XSJUDGHG��
:DUQLQJ� Once users execute IODVK�±FOHDQ��all the configurations of 
VoiceGATE GATEWAY will be cleaned. This can only be executed by user 
who log in with URRW  

 
����>FRPPLW@�FRPPDQG�

Save changes after configuring the VoiceGATE GATEWAY. 
------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��FRPPLW�
�
7KLV�PD\�WDNH�D�IHZ�VHFRQGV��SOHDVH�ZDLW�����
&RPPLW�WR�IODVK�PHPRU\�RN��
XVU�FRQILJ��
1RWH��8VHUV�VKRXOG�XVH�FRPPLW�WR�VDYH�PRGLILHG�YDOXH��RU�WKH\�ZLOO�QRW�EH�
DFWLYDWHG�DIWHU�V\VWHP�UHERRW. 
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����>LIDGGU@�FRPPDQG�
Configure and display VoiceGATE GATEWAY network information.  
XVU�FRQILJ��LIDGGU�
�
/$1�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
8VDJH��
LIDGGU�>�SULQW@_>�GKFS�XVHG@_>�VQWS�PRGH�>VHUYHU@@�
LIDGGU�>�LSVKDULQJ�XVHG�>GHYLFH$GGU@@�
LIDGGU�>�LS�LSDGGUHVV@�>�PDVN�VXEQHWPDVN@�>�JDWH�GHIDXOWJDWHZD\@�
�
� � � � �SULQW� � 'LVSOD\�/$1�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ��
� � � � �LS� � 6SHFLI\�9RLFH*$7(�*$7(:$<�LS�DGGUHVV��
� � � � �PDVN� � 6HW�,QWHUQHW�VXEQHW�PDVN��
� � � � �JDWH� � 6SHFLI\�GHIDXOW�JDWHZD\�LS�DGGUHVV�
� � � � �GKFS� � 6HW�'+&3�FOLHQW�VHUYLFH�IODJ��2Q�2II���
� � � � �VQWS� � 6HW�6173�VHUYHU�PRGH�DQG�VSHFLI\�,3�DGGUHVV��
� � � � �WLPH]RQH� 6HW�ORFDO�WLPH]RQH��

�FPFHQWHU� � � 6HW�0DQDJHPHQW�&HQWHU�,3�$GGUHVV��
� � � � �LSVKDULQJ� 6SHFLI\�XVDJH�RI�DQ�,3�VKDULQJ�GHYLFH�DQG�VSHFLI\�,3�DGGUHVV��
1RWH��
� � � � 5DQJH�RI�LS�DGGUHVV�VHWWLQJ����������a�������������������
� � � � '+&3�FOLHQW�VHWWLQJ�YDOXH��2Q ���2II ����,I�'+&3�VHW�WR�
2Q
��
� � � � 2EWDLQ�D�VHW�RI�,QWHUQHW�FRQILJXUDWLRQ�IURP�'+&3�VHUYHU�DVVLJQHG��
� � � � 6173�PRGH��� QR�XSGDWH��� VSHFLI\�VHUYHU�,3��� EURDGFDVW�PRGH���
([DPSOH��
� � � � LIDGGU��LS�����������������PDVN����������������JDWH����������������
� � � � LIDGGU��GKFS���
� � � � LIDGGU��VQWS������������������
� � � � LIDGGU��LSVKDULQJ������������������
� � � � LIDGGU��WLPH]RQH��� � � �
 
Parameters Usage: 
-print  print current IP setting 
-ip   assigned IP address for VoiceGATE GATEWAY 
-mask  internet subnet mask 
-gate  IP default gateway 
-dhcp Dynamic Host Configuration (1 = ON; 0 = OFF) 
-sntp       Simple Network Time Protocol (1 = ON; 0 = OFF) When SNTP 

function is activated, users have to specify a SNTP server as 
network time source. An example is demonstrated below: 

------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��LIDGGU��VQWS������������
while 10.1.1.1 stands for SNTP server’s IP address. 
 
  -timezone   Set timezone for VoiceGATE GATEWAY. User can set 

different time zone according to the location VoiceGATE 
GATEWAY is. For example, in Taiwan the time zone should be 
set as 8,which means GMT+8.  

  -cmcenter   Set management center IP address. IF user specifies 
management center IP address, VoiceGATE GATEWAY will 
send information to management center, let user can easily 
configure via management center interface. 
(sysconf –cmcenter “IP address of management center”) 
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 Note: management center is optional software to help user can easily 

configure WellTech products, please contact your reseller to know 
more about it. 

 
  -ipsharing   Specify usage of an IP sharing device and specify IP address. 

If VoiceGATE GATEWAY is behind a IP-sharing , user can 
enable IP sharing function and specify public IP address of 
IP-sharing. 

����>WLPH@�FRPPDQG�
When SNTP function of VoiceGATE GATEWAY is enabled and SNTP server 
can be found as well, type WLPH command to show current network time. 
------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��WLPH�
&XUUHQW�WLPH�LV�7+8�-$1����������������� 

����>SLQJ@�FRPPDQG�
Use SLQJ�to test whether a specific IP is reachable or not. 
For example: if 192.168.1.2 is not existing while 210.63.15.32 exists. Users 
will have the following results: 
XVU�FRQILJ��SLQJ���������������
3,1*�������������������GDWD�E\WHV�
QR�DQVZHU�IURP���������������
XVU�FRQILJ��SLQJ���������������
3,1*�������������������GDWD�E\WHV�
���E\WHV�IURP����������������LFPSBVHT ���WLPH ���PV�
���E\WHV�IURP����������������LFPSBVHT ���WLPH ���PV�
���E\WHV�IURP����������������LFPSBVHT ���WLPH ���PV�
���E\WHV�IURP����������������LFPSBVHT ���WLPH ���PV�
������������������3,1*�6WDWLVWLFV�����
��SDFNHWV�WUDQVPLWWHG����SDFNHWV�UHFHLYHG�����SDFNHW�ORVV�
URXQG�WULS��PV�� � PLQ�DYJ�PD[� ������ 

 
 

�����>JUHHWUG@�FRPPDQG�
This command is for user to record their own greeting and analyze disconnect 
tone. If VoiceGATE GATEWAY can’t hang up call and release line correctly, 
please use this function to analyze disconnect tone of PSTN side. 
1. *UHHWLQJ�9RLFH�5HFRUG�� please follow instructions on screen ; first, call in 

line1 of VoiceGATE GATEWAY from PSTN side(now can’t hear greeting) 
and press “enter” to start record .After finishing recording, please press 
“enter” again to stop recording. Then choose “y/n” to replay and save or not. 
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XVU�FRQILJ��JUHHWUG�
�
                                                  �
� � � � � �:HOFRPH�WR�9RLFH�5HFRUG�$QDO\VLV�0RGH�
���������������������������������������������������
��*UHHWLQJ�9RLFH�5HFRUG��
��'LVFRQQHFW�7RQH�$QDO\VLV��
��H[LW��
���������������������������������������������������
3OHDVH�LQSXW�IXQFWLRQ��a������
�
��*UHHWLQJ�9RLFH�5HFRUG��
�
3OHDVH�'LDO�LQ��/LQH����DQG�SUHVV��(QWHU��WR�VWDUW�UHFRUG����
�
3UHVV��(QWHU��WR�VWRS�UHFRUG����
6WDUWLQJ�UHFRUG����
�
6WRSHG�UHFRUG����
�
� � � � � � � � � � � � � � � � � � � � � 1HZ�*UHHWLQJ�9RLFH�,QIRPDWLRQ�
� � � � � � � � � � � � � � � � ����������������������������������������
�
� � � � � � � � � � � � � � � � � � )LOH�VL]H� � � �� � � � � ���.�E\WHV��
� � � � � � � � � � � � � � � � � � 7RWDOO\�WLPH�� � � � � � ���VHFRQGV��
�
'R�QRW�+DQJ�XS�WKH�SKRQH���
3OHDVH�ZDLW�IRU�:ULWLQJ���EORFN���
3OHDVH�ZDLW�IRU�:ULWLQJ���EORFN���
3OHDVH�ZDLW�IRU�:ULWLQJ���EORFN���
�
5HSOD\�1HZ�*UHHWLQJ�9RLFH"�\�Q���
�
 
2. 'LVFRQQHFW�7RQH�$QDO\VLV�� please follow instructions on screen ; first call 

in line1 of VoiceGATE GATEWAY from PSTN side(now can’t hear greeting), 
hang up the phone and press “enter” to start record disconnect tone. Finally, 
choose “y/n” to save data analyzed or not. Notice that system will save one 
set of frequency analyzed and 4 set different on/off time in 
“busytone1”,”busytone2” , reordertone1” , “reordertone2” (Please refer to 
tone command) . 
�
If VoiceGATE GATEWAY still can’t hang up call correctly, it could be tone 
cadence issue (on/off time). Please count on/off time and configure it into 
tone command. 

XVU�FRQILJ��JUHHWUG�
�
                                                  �
� � � � � �:HOFRPH�WR�9RLFH�5HFRUG�$QDO\VLV�0RGH�
���������������������������������������������������
��*UHHWLQJ�9RLFH�5HFRUG��
��'LVFRQQHFW�7RQH�$QDO\VLV��
��H[LW��
���������������������������������������������������
3OHDVH�LQSXW�IXQFWLRQ��a������
�
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��'LVFRQQHFW�7RQH�$QDO\VLV��
�
3OHDVH�'LDO�LQ��/LQH����DQG�WKHQ�+DQJ�XS�WKH�SKRQH����
3UHVV��(QWHU��WR�VWDUW�UHFRUG����
�
:DLWLQJ�IRU�'LVFRQQHFW�7RQH�IURP�3671�����
'LVFRQQHFW�7RQH�'HWHFWHG�����
6WDUWLQJ�5HFRUG����
�
6HW�SDUDPHWHUV�WR�IODVK"��<�1��
�

 
3. H[LW���exit this command 

XVU�FRQILJ��JUHHWUG�
�
                                                  �
� � � � � �:HOFRPH�WR�9RLFH�5HFRUG�$QDO\VLV�0RGH�
���������������������������������������������������
��*UHHWLQJ�9RLFH�5HFRUG��
��'LVFRQQHFW�7RQH�$QDO\VLV��
��H[LW��
���������������������������������������������������
3OHDVH�LQSXW�IXQFWLRQ��a������
�
$UH�\RX�VXUH�WR�(;,7"��\�Q���\�
�
XVU�FRQILJ��
 

�����>SERRN@�FRPPDQG�
 

Phone Book function allows users to define their own numbers, which 
mapping to real IP address. It is effective only in peer-to-peer mode. When 
adding a record to Phone Book, users do not have to reboot the machine, 
and the record will be effective immediately. 
------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��SERRN�
3KRQHERRN�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
8VDJH��
SERRN�>�SULQW�>VWDUWBUHFRUG@�>HQGBUHFRUG@@�
SERRN�>�DGG�>LS�LSDGGUHVV@�>QDPH�$OLDV@�>H����SKRQHQXPEHU@@�
SERRN�>�VHDUFK�>LS�LSDGGUHVV@�>QDPH�$OLDV@�>H����SKRQHQXPEHU@@�
SERRN�>�LQVHUW�>LQGH[@�>LS�LSDGGUHVV@�>QDPH�$OLDV@�>H����SKRQHQXPEHU@@�
SERRN�>�GHOHWH�LQGH[@�
SERRN�>�PRGLI\�>LQGH[@�>LS�LSDGGUHVV@�>QDPH�$OLDV@�>H����SKRQHQXPEHU@@�
� � � � �SULQW� � 'LVSOD\�3KRQHERRN�GDWD��
� � � � �DGG� � $GG�DQ�UHFRUG�WR�3KRQHERRN��
� � � � �VHDUFK� 6HDUFK�DQ�UHFRUG�LQ�3KRQHERRN��
� � � � �GHOHWH�� 'HOHWH�DQ�UHFRUG�IURP�3KRQHERRN��
� � � � �LQVHUW�� ,QVHUW�DQ�UHFRUG�WR�3KRQHERRN�LQ�VSHFLILHG�SRVLWLRQ��
� � � � �PRGLI\� 0RGLI\�DQ�H[LVW�UHFRUG��
1RWH��
� � � � ,I�SDUDPHWHU�
HQGBUHFRUG
�LV�RPLWHG��RQO\�UHFRUG�
VWDUWBUHFRUG
�ZLOO�EH�GLVSOD\��
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� � � � ,I� � ERWK�SDUDPHWHUV�
HQGBUHFRUG
�DQG�
VWDUWBUHFRUG
�DUH�RPLWHG��DOO�UHFRUGV�ZLOO�EH�GLVSOD\��
� � � � 5DQJH�RI�LS�DGGUHVV�VHWWLQJ����������a�������������������
� � � � 5DQJH�RI�LQGH[�VHWWLQJ�YDOXH���a������
([DPSOH��
� � � � SERRN��SULQW������
� � � � SERRN��SULQW���
� � � � SERRN��SULQW�
� � � � SERRN��DGG�QDPH�7HVW�LS����������������H���������
� � � � SERRN��LQVHUW���QDPH�7HVW�LS����������������H���������
� � � � SERRN��GHOHWH���
� � � � SERRN��VHDUFK�LS��������������
� � � � SERRN��PRGLI\���QDPH�7HVW�LS����������������H�������� 

�
Parameter Usages: 
-print print out current contents of Phone Book. Users can also add 

LQGH[�QXPEHU, from 1 to 100, to the parameter to show specific 
phone number. 
1RWH���LQGH[�QXPEHU!�PHDQV�WKH�VHTXHQFH�QXPEHU�LQ�SKRQH�ERRN��,I�XVHUV�

GR� UHTXHVW� D� VSHFLILF� LQGH[� QXPEHU� LQ� SKRQH� ERRN�� 9RLFH*$7(�
*$7(:$<� ZLOO� JLYH� HDFK� UHFRUG� D� DXWRPDWLF� VHTXHQFH� QXPEHU� DV�
LQGH[��-add add a new record to phone book. When adding a record, users 

have to specify QDPH, LS, and H��� number to complete the 
command. -search search a record in phone book. The searching criteria can be 
QDPH, LS, or H���. 

-delete delete a specific record. “pbook –delete 3” means delete LQGH[�
� record. 

-insert add a new record and force to assign a specific index number 
for it. -modify modify an existing record. When using this command, users 
have to specify the record’s index number, and then make the 
change.  

3KRQHERRN�5XOHV��
� 7R� PHHW� WKH� UHTXLUHPHQWV� RI� FRPPXQLFDWLQJ� ZLWK� WUXQN� JDWHZD\� RU� RWKHU�
DSSOLFDWLRQV��3KRQHERRN�KDV�IROORZLQJ�FKDUDFWHULVWLFV�WR�EH�QRWLFHG��

:KHQ� WKH� GHVWLQDWLRQ� VLGH� LV� D� WHUPLQDO�� IRU� H[�� ,3� 3KRQH� RU� VRIW� SKRQH�� H����
QXPEHU�VWDQGV�IRU�H[DFW�GHVWLQDWLRQ�SKRQH�QXPEHU��

:KHQ� WKH� GHVWLQDWLRQ� VLGH� LV� D� JDWHZD\�� IRU� H[�� 7��(�� JDWHZD\�� H���� SKRQH�
QXPEHU�VWDQGV�RQO\�IRU�JDWHZD\�SUHIL[��7KDW�LV�WR�VD\��XVHUV�KDYH�WR�FRQWLQXH�WR�GLDO�
GHVWLQDWLRQ�QXPEHU��IROORZLQJ�WKH�SUHIL[�QXPEHU��$�H[DPSOH�LV�DV�EHORZ��

$�Æ�9RLFH*$7(�*$7(:$<�
�,Q�3KRQHERRN��WKHUH¶V�D�UHFRUG���
,QGH[�� 1DPH� � � ,3� � � � � (����
�� � %BJDWHZD\� � ������������ � � � ��
��������������������������������������������������������������������������������������������
%�Æ�(��WUXQN�JDWHZD\��ZKLFK�FRQQHFWV�WR�3671�ZLWK�(��35,��

�
,I�XVHUV�ZDQW�WR�PDNH�D�FDOO�WR�3671�QXPEHU�³��������´��WKH\�KDYH�WR�SLFNXS�RQH�RI�
WKH� SKRQH� FRQQHFWHG� WR� 9RLFH*$7(�*$7(:$<�� DQG� WKHQ� GLDO� ³���������´�� $IWHU�
UHFHLYLQJ� WKH� FRPSOHWH� GLDOHG� QXPEHU�� 9RLFH*$7(� *$7(:$<� ZLOO� VHDUFK� IRU� LWV�
3KRQH�%RRN��ILQG�³�´�DV�PDWFKHG�SUHIL[��DQG�WKHQ�GLDO�RXW�WR�%¶V�,3�DGGUHVV�GLUHFWO\�
ZLWK� GHVWLQDWLRQ� H����� �SKRQH� QXPEHU�� ³��������´��3OHDVHG� EH� QRWHG� WKDW� ³�´� LV�
HOLPLQDWHG�IURP�9RLFH*$7(�*$7(:$<�LWVHOI��

�
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1RWH����%HFDXVH�RI�DERYH�FKDUDFWHULVWLFV��XVHUV�KDYH�WR�WDNH�FDUH�RI�WKH�QXPEHU�SODQ�
YHU\� ZHOO� WR� DYRLG� WKH� QXPEHULQJ� FRQIOLFW�� ,I� XVHUV� DOUHDG\� GHILQHG� ³�´� IRU�
VSHFLILF�WUXQN�JDWHZD\��RWKHU�WHUPLQDO�VWDUWHG�ZLWK�³�´�VKDOO�EH�DYRLGHG��RU�WKH�
QXPEHU�ZLOO�EH�URXWHG�WR�WKH�WUXQN�JDWHZD\�GHILQHG�³�´��

� � � � ��� ,I�XVHU�ZDQWV� WR� VHW���VHWV�RI�VLPLODU�H����VXFK�DV�����DQG�������SOHDVH�EH�
FDUHIXO� FRQILJXUH� ���� ILUVW�� RU� LW� PD\� FDXVH� SUREOHP� ZKHQ� XVHU� GLDO� ������
9RLFH*$7(�*$7(:$<�PD\�GLDOV�RXW�,3�DGGUHVV�RI������

� � � � ���
����,I�FDOOHG�SDUW\�LV�);2�SURGXFW��SOHDVH�VHW�H����RI�SERRN�DV�H�����RI�FDOOHG�

SDUW\��DQG�UHPHPEHU�WR�VHW�V\VFRQI�±GUXOH�LQBGURS�³H����´�UHIHU�WR�������LQ�
FDOOHG�SDUW\��

����,I�FDOOHG�SDUW\�LV�);6�SURGXFW��SOHDVH�VHW�H����RI�SERRN�DV�SUHIL[�RI�FDOOHG�
SDUW\��ZKHQ�GLDOLQJ�WR�GLIIHUHQW�OLQH�RI�);6�SURGXFW��SOHDVH�GLDO�OLQH�QXPEHU��

�
�����>SSSRH@�
 Display PPPoE related information. 
--------------------------------------------------------------------------------------------------- 

PPPoE device information and configuration 
Usage: 
pppoe [-print]|[-open]|[-close] 
pppoe [-dev on/off][-id username][-pwd password] 

     -print     Display PPPoE device information. 
     -dev       Enable(=1) or Disable(=0) device. 

    -open      Open PPPoE connection. 
    -close     Disconnect PPPoE connection. 

     -id        Connection user name. 
    -pwd       Connection password. 

     -reboot    Reboot after remote host disconnection. 
--------------------------------------------------------------------------------------------------- 

Paremeter Usage: 
-print    print PPPoE status. 

 -dev     Enable PPPoE Dial-up function 
 -open    Open the connection 
 -close    Close the connection 
 -id     Input the User name ID provided by ISP 
 -pwd    Input the User name password provided by ISP 
 -reboot     Reboot the PPPoE connection. 

�
�����>V\VFRQI@�FRPPDQG�

This command displays the system information and configuration. 
------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��V\VFRQI�
�
6\VWHP�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
8VDJH��
V\VFRQI�>�VHUYLFH�W\SH@�>�SODQ�GLJLWV@�>��QGGLDO�IODJ@�
� � � � � � � � >�NH\SDG�GWPI@�>�ULQJGHW�PHWKRG@�>�FDOODOLYH�IODJ@�
� � � � � � � � >�SRUW�V��V��V��V��@�
� � � � � � � � >�VHL]XUH�PRGH@�>��QGGLDO�VZLWFK@�
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� � � � � � � � >�GUXOH�>LQBILOWHU�VWU�@�>LQBGURS�VWU�@�>LQBLQVHUW�VWU�@�
� � � � � � � � � � � � � � � � >RXWBILOWHU�VWU�@�>RXWBGURS�VWU�@�>RXWBLQVHUW�VWU�@@�
� � � � � � � � >�DVNSLQ�I@�>�SLQFRGH�>VHW��SLQ�@�>VHW��SLQ�@�>VHW��SLQ�@�>VHW��SLQ�@@�
V\VFRQI��SULQW�
�
� � � � �SULQW� � 'LVSOD\�V\VWHP�RYHUDOO�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ��
� � � � �VHUYLFH� 6SHFLI\�JDWHZD\�VHUYLFH�W\SH��

� ����'LDO�LQ�VHUYLFH����+RW/LQH�/LQH7R/LQH� � VHUYLFH���
� � � � �ULQJGHW� 6SHFLI\�JDWHZD\�ULQJ�GHWHFW�PHWKRG�����)RU��VW�KDUGZDUH�YHUVLRQ��
� � � � � � � � � � � � � � � � � ��)RU��VW�KDUGZDUH�YHUVLRQ��
� � � � �SODQ� � 1XPEHU�RI�GLJLWV�IRU�GLDO�SODQ���DQ\�SRVLWLYH�
� � � � � � � � � � � � � � � � � QXPEHU���
� � � � �SRUW� � (QDEOH�'LVDEOH�LQGLYLGXDO�SRUW��
� � � � �LGWR� � � � � � 7KH�GXUDWLRQ�RI�WZR�SUHVVHG�GLJLWV�LQ�GLDO�PRGH�
� � � � �HRG� � � � � � � 'LJLW�W\SH�RI�HQG�RI�GLDOLQJ������1R�HQG�RI�GLDOLQJ����>@�EXWWRQ����>�@�EXWWRQ���
� � � � �VHL]XUH� &KRRVH�OLQH�VHL]XUH�PRGH��1RQH�8&'���
� � � � ��QGGLDO� &RQILJ�*:�WR�DFFHSW��QG�GWPI�VHW�� � ,Q�WKLV�PRGH��GHYLFH�
� � � � � � � � � � � � � � � � � IURP�,3�VLGH�QHHGV�WR�GLDO�*:
V�(�����ZDLW�IRU�3671�
� � � � � � � � � � � � � � � � � GLDOWRQH��DQG�WKHQ�GLDO�RXW��
� � � � �GUXOH� � 6SHFLI\�GLJLWV�WR�EH�ILOWHUHG�GURSSHG�LQVHUWHG�EHIRUH�
� � � � � � � � � � � � � � � � � PDNLQJ�DQ�RXWJRLQJ�,3�FDOO�RU�DIWHU�UHFHYLQJ�DQ�LQFRPLQJ�
� � � � � � � � � � � � � � � � � ,3�FDOO��
� � � � �DVNSLQ� 3,1�FRGH�SURPSW�EHIRUH�JUHHWLQJ��
� � � � � � � � � � � � � � � � � ��'LVDEOH���3HU�8QLW���3HU�&KDQQHO��

�ULQJ� � � � � � � 5LQJ�QXPEHU�EHIRUH�DQVZHU��
� � � � � � � � � � � � � � � � � ��'LVDEOH��RWKHU�LV�QXPEHU�RI�ULQJ�����a������
� � � � �FDOODOLYH� (QDEOH�RU�GLVDEOH�DXWR�GLVFRQQHFWLRQ�DIWHU����VHFRQGV�
� � � � �NH\SDG� '70)�VHWWLQJ��� ,Q�EDQG��� +�����$OSKDQXPHULF��
� � � � � � � � � � � � � � � � � � +�����6LJQDO7\SH��� 4�����8VHU,QIR����� 5)&������
� � � � �SLQFRGH� 6SHFLI\���RI�3,1�FRGHV��

�VHQG[FRGH� 6HQG�DFFHVV�FRGH�DIWHU�FRQQHFWLRQ��
� � � � � � � � � � � � � � � � � ��'LVDEOH���(QDEOH��
� � � � �DFFHVV� 6SHFLI\�DFFHVV�FRGHV��
1RWH��
� � � � 8VH�FKDUDFWHU�
[
�WR�GHOHWH�WKH�GUXOH�SDUDPHWHU��
� � � � )RU�OLQH�VHL]XUH����1RQH�����8&'��
� � � � )RU�DVNSLQ��I ���1R��I ���<HV��
� � � � 'LUHFW�LQ�OLQH�IHDWXUH�VKRXOG�EH�XVHG�WRJHWKHU�ZLWK��
� � � � � � � � �V\VFRQI�±�QGGLDO�����QGGLOD�RII��
� � � � � � � � �K����±PRGH��� � � � � �*DWHNHHSHU�PRGH��
� � � � � � � � �EXUHDX�±SULQW� � � � IRU�'LUHFW�LQ�OLQH�WDEOH�FRQILJXUDWLRQ�
� � � � +RWOLQH�IHDWXUH�VKRXOG�EH�XVHG�WRJHWKHU�ZLWK��
� � � � � � � � �V\VFRQI���QGGLDO�����QGGLDO�RII��
� � � � � � � � �K���� � � � �PRGH��� � �SHHU�WR�SHHU�PRGH��
� � � � � � � � �EXUHDX� � �SULQW� � � IRU�+RWOLQH�/LQH7R/LQH�WDEOH�FRQILJXUDWLRQ��
� � � � /LQH7R/LQH�IHDWXUH�VKRXOG�EH�XVHG�WRJHWKHU�ZLWK��
� � � � � � � � �V\VFRQI���QGGLDO�����QGGLDO�RQ��
� � � � � � � � �K���� � � � �PRGH����SHHU�WR�SHHU�PRGH��
� � � � � � � � �EXUHDX� � �SULQW� � � IRU�+RWOLQH�/LQH7R/LQH�WDEOH�FRQILJXUDWLRQ��
([DPSOH��
� � � � V\VFRQI��VHUYLFH����SODQ����SRUW�������������
� � � � V\VFRQI��FDOODOLYH����NH\SDG���
� � � � V\VFRQI���QGGLDO����GUXOH�RXWBILOWHU�����LQBLQVHUW�[�LQBGURS���
� � � � V\VFRQI��DVNSLQ����SLQFRGH�VHW��������
� � � � V\VFRQI��VHQG[FRGH����DFFHVV�VHW��������� � � �
- service:  

0 Æ Dial In Service 
in Dial In Service, VoiceGATE GATEWAY will pick up incoming calls 
from PSTN, play pre-recorded voice greeting or, and then have users 
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to make a 2nd dial to destination. 
 

1 ÆDirect In Line Service(this feature must be implemented in a pair of  
FXO products in Gatekeeper mode and set bureau –table command) 
 
In Direct In Line Service VoiceGATE GATEWAY will connected via 
gatekeeper to pre-defined E.164 number. 
For example: 
�EXUHDX�±WDEOH���������������������
�SOHDVH�UHIHU�WR������EXUHDX�FRPPDQG��
�
If L1 of VoiceGATE GATEWAY is assigned to pre-defined E.164 
number 123 in Direct in line mode. When users from PSTN make a 
call to L1 of VoiceGATE GATEWAY, it will sent out the number 123 to 
GK, and GK will route this number to the endpoint which registered 
E.164 is 123 without 2nd dial. 

 
1RWH�� ,Q� 'LUHFW� ,Q� /LQH� VHUYLFH�� PXVW� VHW� 9RLFH*$7(� *$7(:$<�
V\VFRQI�±�QGGLDO���

 
2 Æ HotLine/ LineToLine Service (this feature must be implemented in  

a pair of FXO products in P2P mode and set bureau –table 
command)  
HotLine Service provides Hot Line function, which connects directly 
to pre-defined destination. For ex: if L1 of VoiceGATE GATEWAY is 
assigned to destination address 192.168.1.12 in Hot Line Mode. 
When users from PSTN make a call to L1 of VoiceGATE GATEWAY, 
it will directly connect to 192.168.1.12 without a 2nd dial. 
 
1RWH�� ,Q� KRWOLQH� VHUYLFH�� PXVW� VHW� 9RLFH*$7(� *$7(:$<�
V\VFRQI�±�QGGLDO�����
LineToLine Service is like HotLine Service, but ask for a specific line 
number. For ex: if L1 of VoiceGATE GATEWAY is assigned to 
destination address 192.168.1.12 /Line4 in LineToLine Mode. When 
users from PSTN make a call to L1 of VoiceGATE GATEWAY, it will 
directly connect to 192.168.1.12 and choose Line4 to call out to 
PSTN. This is mostly applied to ITSP, who provides international 
VoIP solution. 
 
1RWH�� ,Q� /LQH7R/LQH� VHUYLFH�� PXVW� VHW� 9RLFH*$7(� *$7(:$<�
V\VFRQI�±�QGGLDO����� �
 

- ringdet: to define ring detection method. (0 is for old hardware version; 1 for 
new hardware version) 

- plan: It is for setting dial-numbering plan. While e164 number is three digits, 
the plan should be set as 3 or 0. The plan 0 is for any positive digits 
use. - port: This command can enable or disable individual port. The default value 
is set to enable all ports. 

- idto:  The duration of two pressed digits in dial mode 
- eod: Digit type of end of dialing. ( 0:No end of dialing, 1:[*] button, 

2:[#]button ) 
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- seizure: line seizure mode. 
None (0) Æ when calling from IP side, choose L1 every time if it is 
available. 
UCD (1) Æ when calls from IP side, choose L1 for the first time, and L2 
for the 2nd time, (cyclic) 
 

1RWH: Do not enable this function together with JURXS�(please refer to 5.18). 
 

- 2nddial: This command is necessary for setting one time dial method use. 
While user would like to skip 2nddial process, VoiceGATE GATEWAY 
must close 2nddial and set as 0 (2nddial off). The default value is set 
as 1 (2nddial on). 

- drule: This command only works while 2nddial is off. When user would like to 
make an outgoing call or receive an incoming call shortly, it is 
necessary to set the following three commands belonged to drule. 

 drop: drop the dial digit. 
 insert: insert the dial digit 
 filter: filter the dial digit. 

1RWH��
1. out: Through VoiceGATE GATEWAY to dial out to another Gateway’s e164 

number. When making an outgoing call, it is necessary to set three 
commands in order, filter, insert then drop. 
Example: sysconf –drule out_filter 002886 out_insert 0 out_drop 02 

2. in: Through pass VoiceGATE GATEWAY in order to connect with PSTN / 
PBX side. When making an incoming call from other Gateway, the three 
commands is necessary to be set in order, drop, insert, then filter.   
Example: sysconf –drule in_drop 002886 in_insert 0 in_filter 02 

3. While the specified digit would like to be deleted, use the character x 
instead of any digits have configured.

-askpin:  
0 Æ disables ASKPIN function 
1 Æ enables ASKPIN function, and apply to the whole unit. Every 
channel uses the same PINCODE. 
2. Æ enables ASKPIN function, and apply to each channel 
respectively. Every channel uses a different pincode. 

    -ring:  To set when dial in VoiceGATE GATEWAY from PSTN side, 
VoiceGATE GATEWAY will pick the call immediately or rings for 
specific times before picks up. 

0 Ædisable: pick up immediately 
1-5 Ætimes of ring before VoiceGATE GATEWAY picks up. 

- callalive: Call Alive function (1 = ON; 0 = OFF). The function is used to check 
if the opposite party is alive when connection is established. When 
CallAlive is activated, VoiceGATE GATEWAY will send H.245 
RoundTripDelay message to other party, and wait for response. If the 
other party cannot respond the message in 10 seconds, VoiceGATE 
GATEWAY will regard the opposite party as IDLE state and 
disconnect the call. When CallAlive is deactivated, RoundTripDelay 
message will not be sent during connection. 
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- keypad: keypad type when relay DTMF signal. 
0 Æ In-Band  
1 Æ h.245 alphanumeric 
2 Æ h.245 signal type 
3 Æ q.931 user info 

- pincode: to specify 2 sets of pincode. 
-sendxcode: send access code after connection (1 = ON; 0 = OFF) 
-access: specify access codes (per port basis) .  
1RWH��

This feature can only implement with LineToLine service. Please refer 
to –service above. 
This function can help users to restrict callers to dial particular 
numbers from IP side to PSTN side. For example, if user set 
sysconf –access set1 1111, when callers call from IP side and enter 
VoiceGATE GATEWAY port 1, if user dial 234 after hearing dial tone, 
VoiceGATE GATEWAY will dial out 1111234. 

 
------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��V\VFRQI�±VHQG[FRGH���±DFFHVV�VHW������ 

 
�
�����>K���@�FRPPDQG�

This command is to configure H.323 related parameters. 
------------------------------------------------------------------------------------------------ 
XVU�FRQILJ��K����
+�����VWDFN�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
8VDJH��
K����
K����>�JN�LSDGGUHVV@�>�PXOWLFDVW�XVHG@�>�H����QXPEHU@�>�DOLDV�K���LG@�
� � � � � >�UWS�SRUW@�>�K����SRUW@�>�WWO�WLPH@�>�JNILQG�SRUW@�>�UDV�SRUW@�
� � � � � >�UDQJH�>VWDUW�QXP�@�>HQG�QXP�@@�
K�����SULQW�
� � � � �SULQW� � 'LVSOD\�+�����VWDFN�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ��
� � � � �PRGH� � &RQILJXUH�DV�*DWHNHHSHU�PRGH�RU�3HHU�WR�3HHU�PRGH��
� � � � �JN� � *DWHNHHSHU�LS�DGGUHVV�����������a������������������

�JNQDPH� � � � *DWHNHHSHU�,'�
�GIJZ� � � � � � � � 'HIDXOW�*DWHZD\�LS�DGGUHVV�����������a������������������

� � � � �H���� � ,3�VLGH�UHJLVWHUHG�QXPEHU��SKRQH�QXPEHU���
� � � � �DOLDV� � ,3�VLGH�UHJLVWHUHG�+�����DOLDV��DFFRXQW�QDPH���
� � � � �JNGLV� � � � � *DWHNHHSHU�DXWR�GLVFRYHU\��2Q ���2II ����
� � � � �UWS� � 573�SRUW�QXPEHU������a��������
� � � � �K���� � +�����SRUW�QXPEHU��1�$���
� � � � �WWO� � 5$6�77/�WLPH���a�����VHFRQG���
� � � � �JNILQG�� *DWHNHHSHU�ILQGLQJ�SRUW������a��������
� � � � �JZW\SH� � � � 5HJLVWHU�DV�*DWHZD\�����RU�7HUPLQDO�����W\SH�
� � � � �UDV� � *DWHNHHSHU�5$6�SRUW������a��������
� � � � �UDQJH�� '\QDPLFDOO\�DOORFDWHG�SRUW�UDQJH������a��������
� � � � �UHVSWR�� 0D[�ZDLWLQJ�WLPH�IRU��VW�UHVSRQVH�WR�D�QHZ�FDOO���a������
� � � � �FRQQWR� 0D[�ZDLWLQJ�WLPH�IRU�FDOO�HVWDEOLVKPHQW�DIWHU�UHFHLYLQJ��VW�
� � � � � � � � � � � � � � � � � UHVSRQVH�RI�D�QHZ�FDOO���a��������
1RWH��
� � � � +�����SRUW�FRQILJXUDWLRQ�LV�QRW�DYDLODEOH�QRZ��
� � � � 2SWLRQV��JN��H�����DOLDV��PXOWL��WWO��JNILQG��UDV�DUH�LJQRUHG�ZKHQ�
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� � � � 5$6�PRGH�LV�FRQILJXUHG�DV�3HHU�WR�3HHU�PRGH��
([DPSOH��
� � � � K�����JN�����������������H�������DOLDV�I[R�
� � � � K�����PRGH���
 
Parameters Usage: 
-print    print current h323 related settings 
-mode  alternatives for gatekeeper or peer-to-peer mode (0=gatekeeper 

mode; 1=peer-to-peer mode). If users select gatekeeper mode, a 
extra gatekeeper is need when VoiceGATE GATEWAY is in 
operation. -gk to assign gatekeeper’s IP address when VoiceGATE GATEWAY 
is in gatekeeper mode. 

-gkname   to assign Gatekeeper ID when VoiceGATE GATEWAY is in 
gatekeeper mode. 

-dfgw to set IP address of default gateway, this function is the same as 
Microsoft NetMeeting. 
A. To implement this feature both endpoints must be under   

peer-to-peer mode. 
B. If the other endpoint is FXO products, such as VoiceGATE 
GATEWAY ,   

which have to set as V\VFRQI�±�QGGLDO�� to make one-stage  
dialing. 

z� From PSTN side dial in VoiceGATE GATEWAY, when 
hearing greeting user can dial remote PSTN number under 
default gateway, VoiceGATE GATEWAY will automatically 
dial to default gateway, then default gateway will dial this 
number to PSTN side. 

z� For example, user wants to dial from VoiceGATE GATEWAY 
A to ext.888 under VoiceGATE GATEWAY B, user only have 
to dial 888 after hearing greeting of VoiceGATE GATEWAY . 

C. If the other endpoint is FXS products such as VoiceGATE FXS : 
From PSTN side dial in VoiceGATE GATEWAY, when hearing 
greeting user can dial line number of VoiceGATE FXS. 

 
-e164 e164 number, which is registered as phone number in 

gatekeeper. -alias h323 ID, a identification in h323 world for other parties’ 
recognition. The field might be used as a key of authorization or 
accounting in some VoIP application. It is recommended to assign 
a special name, or it might conflict with other devices. 

-gkdis Switch ON or OFF gatekeeper discovery function (1 = ON; 0 = 
OFF). When it’s ON, VoiceGATE GATEWAY will send GRQ with 
GK ID to default gatekeeper. If the GK ID didn’t matched, GW will 
send GRQ with GK ID in multicast. 

-rtp to allocate RTP port range—NOT RECOMMENDED. This may be 
used when RTP port range conflicts with Firewall policy. 

-h245 to assign h.245 port number, NOT AVAILABLE for the moment. 
-ttl to set timer for TTL(Time To Live). VoiceGATE GATEWAY would 

send RRQ, with keepAlive, to gatekeeper periodically according 
to TTL timer. 

-gkfind gatekeeper finding port. Port number, which VoiceGATE 
GATEWAY uses it to discover a gatekeeper. Default value is 
1718. 
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-gwtype to set VoiceGATE GATEWAY register mode as terminal or 
gateway,0 as terminal 1 as gateway. Please notice that if set 
VoiceGATE GATEWAY as terminal mode, must set 
sysconf –2nddial 1(refer to 5.12). 

-ras to set default gatekeeper RAS port number. Default value, 1719, 
is well-known port for RAS communication. 

-range to allocate dynamic port range, which VoiceGATE GATEWAY 
might be using. 

-respto response timeout. Max waiting time for 1st response to a new call 
(1~200). 

-connto connection timeout. Max waiting time for call establishment after 
receiving 1st response of a new call (1~20000). 

 
�����>JN@�FRPPDQG�
 

This command is to configure embedded simple gatekeeper related 
parameters. If user doesn’t have a gatekeeper or WellTech Call Manager, 
VoiceGATE GATEWAY provides a simple embedded gatekeeper for up to 10 
endpoints.�
------------------------------------------------------------------------------------------------ 
XVU�FRQILJ��JN�
�
*DWHNHHSHU�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
8VDJH��
JN�>�DGG�W\SH��>>W\SH�@���@@�>�GHOHWH�K���@�>�WWO�YDOXH�
� � � >�HQDEOH����@�>�VHFXULW\�HQDEOH�GLVDEOH@�
�
� � � � �SULQW� � � 'LVSOD\�WKH�HQDEOHG�GHEXJ�IODJV��
� � � � �HQDEOH� � (QDEOH�VLPSOH�JDWHNHHSHU�
� � � � �WWO� � � 6HW�77/�YDOXH�
� � � � �DGG� � � � $GG�G\QDPLF�HQGSRLQW�
� � � � � � � � � � � � � � � � � � � � � � � � � �K����,'��(�����,3��SRUW��W\SH��
� � � � �GHOHWH� � � � � � � � � � � � 'HOHWH�G\QDPLF�HQGSRLQW�
� � � � �VHFXULW\�HQDEOH� � � (QDEOH�VHFXULW\�FKHFN�
� � � � �VHFXULW\�GLVDEOH� � � 'LVDEOH�VHFXULW\�FKHFN�
� � � � �VHFXULW\�DGG� � � � � � $GG�VHFXULW\�UHFRUG�
� � � � �VHFXULW\�GHOHWH� � � � 'HOHWH�VHFXULW\�UHFRUG�
([DPSOH��
� � � � JN��DGG�K���������������������������
� � � � JN��GHOHWH�K����
� � � � JN��VHFXULW\�GHOHWH� � K����
� � � � JN��VHFXULW\�DGG� � � � K����
Parameters Usage: 
-print print current embedded gatekeeper information and configurations. 
-enable to enable gatekeeper feature(gk –enable 0/1) 
-ttl       to set timer for TTL(Time To Live).In this period of time if 

endpoint doesn’t send RRQ to GK,GK will determine this 
endpoint as not exist anymore and delete it from registered 
list. -add To add a dynamic endpoint that doesn’t send RRQ to GK. 
User can predefine an endpoint in GK, and GK will 
determine this endpoint has already registered to GK, 
though it doesn’t send register request to GK. 
(gk –add “H.323 ID” “e164” “IP address” “signaling port” 
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“gateway type,0=terminal,1=gateway”  ;  ex. gk –add test 
123 10.1.1.1 1720 0) 
Note:After you reboot the machine, the register information 
will disappear. 

-delete To delete dynamic endpoint which user added formerly. 
(gk –delete “H.323 ID”) 

-security enable To enable security check. If this function is enabled, GK will 
only accept registration request from endpoints, which are 
added with gk –security add command. 

-security disable To disable security check. 
-security add To add endpoints to register to GK which enable security 

check.(gk –security add “H.323 ID”) 
-security delete To delete endpoints that added formerly in security check 

list.(gk –security delete “H.323 ID”) 

�����>YRLFH@�FRPPDQG�
 

The voice command is associated with the audio setting information. 
There are four voice codecs (g.729a optional) supported by VoiceGATE 
GATEWAY. 
------------------------------------------------------------------------------------------------ 
XVU�FRQILJ��YRLFH�
9RLFH�FRGHF�VHWWLQJ�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
8VDJH��
YRLFH�>�VHQG�>*����PV@�>*���$�PV@�>*���8�PV@�>*���$�PV@�@�
� � � � � � >�YROXPH�>YRLFH�OHYHO@�>LQSXW�OHYHO@�>GWPI�OHYHO@@�>�QVFQJ�*����XVHG@�
� � � � � � >�HFKR�XVHG@�>�PLQGHOD\�W�@�>�PD[GHOD\�W�@�>�RSWIDFWRU�I@�
YRLFH��SULQW�
YRLFH��SULRULW\�>*���@�>*���$@�>*���8@�>*���$@�
� � � � �SULQW� � � � � 'LVSOD\�YRLFH�FRGHF�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ��
� � � � �VHQG� � � � � � 6SHFLI\�VHQGLQJ�SDFNHW�VL]H��
� � � � � � � � � � � � � � � *����� � �������PV��
� � � � � � � � � � � � � � � *����$�����������PV��
� � � � � � � � � � � � � � � *����8�����������PV��
� � � � � � � � � � � � � � � *����$�����������PV��
� � � � �SULRULW\� � 3ULRULW\�SUHIHUHQFH�RI�LQVWDOOHG�FRGHFV��
� � � � � � � � � � � � � � � *�����
� � � � � � � � � � � � � � � *����$�
� � � � � � � � � � � � � � � *����8�
� � � � � � � � � � � � � � � *����$�
� � � � �YROXPH� � � 6SHFLI\�WKH�IROORZLQJ�OHYHOV��
� � � � � � � � � � � � � � � YRLFH�YROXPH���a����GHIDXOW�������
� � � � � � � � � � � � � � � LQSXW�JDLQ���a����GHIDXOW�������
� � � � � � � � � � � � � � � GWPI� � YROXPH���a����GHIDXOW�������
� � � � �QVFQJ� � � � � 1R�VRXQG�FRPSUHVVLRQ�DQG�&1*���*�������RQO\��2Q ���2II ����
� � � � �HFKR� � � � � � 6HWWLQJ�RI�HFKR�FDQFHOOHU���2Q ���2II ���SHU�SRUW�EDVLV���
� � � � �PLQGHOD\� � 6HWWLQJ�RI�MLWWHU�EXIIHU�PLQ�GHOD\����a�����GHIDXOW��������
� � � � �PD[GHOD\� � 6HWWLQJ�RI�MLWWHU�EXIIHU�PD[�GHOD\����a�����GHIDXOW��������
([DPSOH��
� � � � YRLFH��VHQG�J�������J���D����J���X����J���D����
� � � � YRLFH��YROXPH�YRLFH����LQSXW����GWPI����
� � � � YRLFH��HFKR�����
 
Parameters Usage: 
-print  print current voice information and configurations. 
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-send  to define packet size for each codec. 20/40/60ms means to send 
a voice packet per 20/40/60 milliseconds. The smaller the packet 
size, the shorter the delay time. If network is in good condition, 
smaller sending packet size is recommended. In this parameter, 
20/40/60ms is applicable to G.711u/a law, and G.729a codec, 
while 30/60ms is applicable to G.723.1 codec. 

-priority codec priority while negotiating with other h323 device. This 
parameter determines the listed sequence in h.245 TCS message. 
The codec listed in left side has the highest priority when both 
parties determining final codec. 

-volume There are three adjustable value. YRLFH�YROXPH stands for 
volume, which can be heard from VoiceGATE GATEWAY side; 
LQSXW�JDLQ stands for volume, which the opposite party hears. 
GWPI volume stands for DTMF volume/level, which sends to its 
own Line1 or Line2. -nscng silence suppression and comfort noise generation setting (1 = ON; 
0 = OFF). It is applicable to G.723 codec only. An example is 
demonstrated below: 

------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��YRLFH��QVFQJ�J����� 
 
-mindelay the minimum jitter buffer size. (Default value= 90 ms) 
-maxdelay the minimum jitter buffer size. (Default value= 150 ms) 
 
------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��YRLFH�±PLQGHOD\����±PD[GHOD\������RSWIDFRU�� 
-echo activate each canceller (1 = ON; 0 = OFF). 

 
1RWH��EH�VXUH�WR�NQRZ�ZHOO�WKH�DSSOLFDWLRQ�EHIRUH�\RX�FKDQJH�YRLFH�

SDUDPHWHUV�EHFDXVH�WKLV�PLJKW�FDXVH�LQFRPSDWLELOLW\��
�
 

�����>WRV@�FRPPDQG�
TOS service allows users to achieve QoS on IP network. 
------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��WRV�
�
,3�3DFNHW�7R6�W\SH�RI�6HUYLFH�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
8VDJH��
WRV�>�UWSW\SH�SUHFHGHQFH@�
� � � � >�UWSGHOD\�PRGH@�
� � � � >�UWSWKUXSXW�PRGH@�
� � � � >�UWSUHOLDE�PRGH@�
WRV��SULQW�
� � � � >�VLJW\SH@_>�UWSW\SH@_>�UWFSW\SH@� � � � � � � � � � � � ��URXWLQH��
� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � ��SULRULW\��
� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � ��LPPHGLDWH��
� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � ��IODVK��
� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � ��IODVK�RYHUULGH��
� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � ��FULWLF��
� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � ��LQWHUQHW�FRQWURO��
� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � ��QHWZRUN�FRQWURO��
� � � � >�VLJGHOD\@_>�UWSGHOD\@_>�UWFSGHOD\@� � � � � � � � � ��QRUPDO�GHOD\��
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� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � ��ORZ�GHOD\��
� � � � >�VLJWKUXSXW@_>�UWSWKUXSXW@_>�UWFSWKUXSXW@� � � ��QRUPDO�WKURXJKSXW��
� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � ��KLJK� � � WKURXJKSXW��
� � � � >�VLJUHOLDE@_>�UWSUHOLDE@_>�UWFSUHOLDE@� � � � � � ��QRUPDO�UHOLDELOLW\��
� � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � � ��KLJK� � � UHOLDELOLW\��
([DPSOH��
� � � � WRV��UWSW\SH����UWSGHOD\����UWSWKUXSXW����UWSUHOLDE��� � �  
Parameter Usages: 
-print : display current TOS values configurations. 
-sigtype configure TOS type of signaling packets from 0 to 7 
-rtptype configure TOS type of RTP packets from 0 to 7    
-rtcptype configure TOS type of RTCP packets from 0 to 7 
-sigdelay configure signaling packets as normal delay or low delay 
-rtpdelay configure RTP packets as normal delay or low delay 
-rtcpdelay configure RTCP packets as normal delay or low delay 
-sigthruput configure signaling packets as normal throughput or high 

throughput 
-rtpthruput configure RTP packets as normal throughput or high  

throughput 
-rtcpthruput configure RTCP packets as normal throughput or high  

throughput 
-sigreliab configure signaling packets as normal reliability or high  

reliability 
-rtpreliab       configure RTP packets as normal reliability or high reliability 
-rtcpreliab      configure RTCP packets as normal reliability or high reliability 

  
1RWH��8VHUV�VKRXOG�EH�DZDUH�WKDW�726�LV�HIIHFWLYH�RQO\�ZKHQ�QHWZRUN�GHYLFHV�
�IRU�H[��URXWHU��VZLWFK���HWF���VXSSRUW�726��

�����>WRQH@�FRPPDQG�
Tone detection of VoiceGATE GATEWAY is configurable if the bureau line is 
connected to PABX or PSTN. Users can refer to “JUHHWUG” command for tone 
recording and analysis. Sometimes the frequencies might shift from standard 
level. In such a situation, users have to adjust the tone value manually using 
this command. 

------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��WRQH�
�
6HWXS�RI�FDOO�SURJUHVV�WRQHV�
8VDJH��
WRQH��WRQH;�/RZ)UHT�+LJK)UHT�/RZ)UHT/HYHO�+LJK)UHT/HYHO�72Q��72II��72Q��72II��
WRQH��SULQW�
1RWH��
� � � � WRQH;�KDV�WKH�IROORZLQJ�SRVVLELOLW\��
� � � � EXV\��EXV\��UHRUGHU��UHRUGHU��ULQJWRQH��ULQJWRQH��GLDOWRQH�
([DPSOH��
� � � � WRQH��EXV\����������������������
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� � � � WRQH��GLDOWRQH����������������������

�����>VXSSRUW@�FRPPDQG�
 
This command provides some extra functions that might be needed by users. 
----------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��VXSSRUW�
�
6SHFLDO�9RLFH�IXQFWLRQ�VXSSRUW�PDQLSXODWLRQ�
8VDJH��
VXSSRUW>�WXQQHO�HQDEOH@�
VXSSRUW��SULQW�
�
� � � � �W��� � 7����)$;��HQDEOHG�GLVDEOHG��
� � � � �IVWDUW� � )DVW�VWDUW�HQDEOHG�GLVDEOHG��
� � � � �WXQQHO�� +����7XQQHOLQJ�HQDEOHG�GLVDEOHG��
� � � � �K���IV� +����VHSDUDWH�FKDQQHO�DIWHU�IDVWVWDUW��
([DPSOH��
� � � � VXSSRUW� � �IVWDUW���
� � � � VXSSRUW� � �WXQQHO���
� � � � VXSSRUW� � �K���IV���
 
Parameter Usages: 
-print print current setting in VXSSRUW command. 
-t38 to switch ON/OFF (1 = ON; 0 = OFF) T.38 function.T.38 function 

is for FAX. If user will use FAX machines, please switch on T.38 
function.   

-fstart to switch ON/OFF (1 = ON; 0 = OFF) FastStart function. Fast 
Start function can shorten the connection time if the opposite 
party also support FastStart. 

-tunnel to switch ON/OFF (1 = ON; 0 = OFF) H.245 tunneling function. 
If the function is ON, VoiceGATE GATEWAY will send H.245 
(Call Control messages) via H.225’s (Call Signal messages) link. 
The function is effective only when both side support h245 
tunnel. -h245fs to set if open H.245 separate channel after fast start or not. (1 = 
ON; 0 = OFF) 

 
1RWH��
��� LW�LV�QRW�UHFRPPHQGHG�WR�FKDQJH�WKH�YDOXH�LQ�WKLV�FRPPDQG��RQO\�LI�XVHUV�

GR�NQRZ�ZHOO�WKH�DSSOLFDWLRQ��7KLV�PLJKW�FDXVH�LQFRPSDWLELOLW\�ZLWK�RWKHU�
GHYLFHV��

��� ,I�XVHU�ZDQWV�WR�XVH�7����ID[�XQGHU�IDVW�VWDUW�PRGH��SOHDVH�PDNH�VXUH�
³K���IV´�IXQFWLRQ�LV�HQDEOHG��RU�ID[�FDQ¶W�ZRUN�QRUPDOO\��

�����>JURXS@�FRPPDQG�
This command is for grouping 4 ports of VoiceGATE GATEWAY. If users need 
to register at least 2 numbers separately to gatekeeper, then this command is 
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needed for such an application. 
------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��JURXS�
�
3671�VLGH�JURXSLQJ�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
8VDJH��
� � JURXS��SULQW�_��HQDEOH�_��GLVDEOH�_�
� � � � � � � � �QXPEHU�JURXSBQXPEHU��SDWWHUQ�SDWWHUQBQXPEHUV��H����H���BQXPEHUV�_�
� � � � � � � � �SDWWHUQ�SDWWHUQBQXPEHUV��H����H���BQXPEHUV�_�
� � � � � � � � �H����H���BQXPEHUV�
�
&RPPHQW��
� � �SULQW� � ��3ULQW�FXUUHQW�JURXS�FRQILJXUDWLRQ�
� � �HQDEOH� � ��(QDEOH�3671�*URXSLQJ�
� � �GLVDEOH� � ��'LVDEOH�3671�*URXSLQJ�
� � �QXPEHU�� ��6HW�QXPEHU�RI�GLYLGHG�JURXSV�
� � �SDWWHUQ� � ��6HW�QXPEHU�RI�PHPEHUV�LQ�HDFK�JURXS�
� � �H���� � ��6HW�(�����QXPEHU�IRU�HDFK�JURXS�
�
([DPSOH��
� � JURXS��SULQW�
� � JURXS��HQDEOH�
� � JURXS��GLVDEOH�
� � JURXS��QXPEHU����SDWWHUQ������H����������
� � JURXS��SDWWHUQ������H������������
� � JURXS��H��������� 
 
Parameter Usages: 
- print : display current grouping information 
- enable : enable grouping function 
- disable : disable grouping function 
- number : set how many groups will be divided 
- pattern : set how many members in each group 
- e164 : set e164 of each group 

For ex: if users need to divide VoiceGATE GATEWAY into L1 in the 1st group, 
and L2 in the 2nd group), and have them register to gatekeeper separately 
(e164=100 for 1st group; e164=200 for 2nd group). They have to use the 
following command: 
------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��JURXS�±SDWWHUQ�����±H������������
 

�����>EXUHDX@�FRPPDQG�
Type EXUHDX to display the command usage. 
------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��EXUHDX�
�
%XUHDX�OLQH�VHWWLQJ�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
8VDJH��
EXUHDX�>�SVWQ�QXPEHU@�>�KROG�XVHG@�>�WDEOH�>3RUW�'HVW,3�7(/QXP@@�
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EXUHDX��SULQW�
�
� � � � �SULQW� � 'LVSOD\�%XUHDX�OLQH�LQIRUPDWLR�DQG�FRQILJXUDWLRQ��
� � � � �SVWQ� � 3671�QXPEHU��SHU�SRUW�EDVLV���7KLV�QXPEHU�LV�XVHG�WR�GLVSOD\�
� � � � � � � � � � � � � � � � � � DV�D�FDOOHU�,'�ZKHQ�WKH�FDOOHU�,'�LV�QRW�DYDLODEOH��
� � � � � � � � � � � � � � � � � 7KH�PD[LPXP�GLJLW�OHQJWK�LV�����
� � � � �KROG� � 6SHFLI\�WKH�KROG�WRQH�JHQHUDWLRQ��XVLQJ�3&0�ILOH����2Q�2II��
� � � � � � � � � � � � � � � � � 6HWWLQJ�YDOXH��2Q ���2II ����
� � � � �WDEOH� � 6HW�+RW�OLQH�/LQH�7R�/LQH�LQIRUPDWLRQ���3RUW�UDQJH���a���
1RWH��
� � � � +RWOLQH�IHDWXUH�VKRXOG�EH�XVHG�WRJHWKHU�ZLWK��
� � � � � � � � �V\VFRQI��VHUYLFH����+RW/LQH�VHUYLFH��
� � � � � � � � �V\VFRQI���QGGLDO�����QGGLDO�RII��
� � � � � � � � �K���� � � � �PRGH� � � � ���SHHU�WR�SHHU�PRGH��
� � � � /LQH�7R�/LQH�IHDWXUH�VKRXOG�EH�XVHG�WRJHWKHU�ZLWK��
� � � � � � � � �V\VFRQI��VHUYLFH����+RW/LQH�VHUYLFH�/LQH�7R�/LQH���
� � � � � � � � �V\VFRQI���QGGLDO�����QGGLDO�RQ��
� � � � � � � � �K���� � � � �PRGH� � � � ���SHHU�WR�SHHU�PRGH��
([DPSOH��
� � � � EXUHDX��SVWQ����������� �
� � � � EXUHDX��WDEOH���������������������������������������� 
 
Parameter Usages: 
- print: display bureau line information and configuration. 
------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��EXUHDX��SULQW�
�
%XUHDX�OLQH�VHWWLQJ�UHODWH�LQIRUPDWLRQ�
� � � � 3671�QXPEHU� � � � � � � � � � ��������������������������������
� � � � +ROG�WRQH�JHQHUDWLRQ���2Q�
� � � � +RW�OLQH���/LQH�WR�/LQH�WDEOH�
                                                     �
3RUW� � � � � 'HVWLQDWLRQ�$GGUHVV� � � � � � 5HPRWH�7(/�&+$11(/�
���������������������������������������������������������������������������������������������������
�� � � � � � � � � � � � � � � ������������� � � � � � � � � � � � ����
�� � � � � � � � � � � � � � � ������������� � � � � � � � � � � � ����
                                                       
 
- pstn: PSTN number (per port basis). This number is used to display as a 

caller ID when the caller ID is not available. The maximum digit length 
is 32. 

- hold: while the terminals support H.450 KROG function, the VoiceGATE 
GATEWAY will play the hold tone to PSTN side. 

- table: Set Hot line/LineToLine destination IP and e164 numbers information.  
 
1RWH��
���+RW/LQH�DQG�/LQH7R/LQH�IXQFWLRQV�DUH�XVLQJ�WKH�VDPH�WDEOH��
��,Q�+RW/LQH�VHUYLFH��XVHU�KDYH�WR�VHW�1R��SUHSDUHG�WR�GLDO�RXW��LQ�/LQH7R/LQH� �
VHUYLFH��XVHU�KDYH�WR�VHW�SRUW�1R�� �
)RU�H[DPSOH��LI�XVHU�VHW�EXUHDX�±WDEOH��������������������LQ�KRWOLQH�VHUYLFH��
DIWHU�XVHU�GLDO�LQ�9RLFH*$7(�*$7(:$<�SRUW����9RLFH*$7(�*$7(:$<�ZLOO�
GLUHFW�GLDO�WR��������������DQG�GLDO�����WR�3671�VLGH��WKHQ�3KRQH�����ZLOO�
ULQJ��XVHU�ZLOO�KHDU�ULQJ�EDFN�WRQH��
,I�XVHU�VHW�EXUHDX�±WDEOH������������������LQ�/LQH7R/LQH�VHUYLFH��DIWHU�XVHU�
GLDO�LQ�9RLFH*$7(�*$7(:$<�SRUW�����9RLFH*$7(�*$7(:$<�ZLOO�GLUHFW�GLDO�
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WR��������������SRUW���XVHU�ZLOO�KHDU�GLDO�WRQH��WKHQ�XVHU�FDQ�GLDO�RXW�1R��WR�
3671�VLGH��

�����>SUHIL[@�FRPPDQG�
This function can do digits replacement of incoming call from IP side or PSTN 
side. 
------------------------------------------------------------------------------------------------ 
XVU�FRQILJ��SUHIL[�
�
3UHIL[�VHWWLQJ�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
8VDJH��
SUHIL[�>�SVWQUXOH�LQGH[�ROGQXPEHU�QHZQXPEHU��LQGH[� ���a���@�
� � � � � � � >�LSUXOH�LQGH[�ROGQXPEHU�QHZQXPEHU��LQGH[� ���a���@�
SUHIL[��SULQW�
�
� � � � �SULQW� � � � � 'LVSOD\�SUHIL[�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ��
� � � � �SVWQUXOH� � � 6HW�3671�LQFRPLQJ�SUHIL[�UXOH�LQIRUPDWLRQ��
� � � � �LSUXOH� � � � � 6HW�,3�LQFRPLQJ�SUHIL[�UXOH�LQIRUPDWLRQ��
([DPSOH��
� � � � SUHIL[��SVWQUXOH������������SUHIL[���ZLOO�EH�UHSODFHG�ZLWK����� 

Parameter Usages: 
-print print current setting in SUHIL[ command. 
-pstnrule to do digit replacement of incoming call from PSTN side. Ex, to 

set SUHIL[�±SVWQUXOH���������� which means the first set of 
PSTN side rule is: IF user press 123888 after dialing in 
VoiceGATE GATEWAY from PSTN side ,the real number dialed 
out will become 456888. -iprule to do digit replacement of incoming call from IP side. Ex, to set 
SUHIL[�±LSUXOH���������� which means the first set of IP side 
rule is: IF user press 456000 after dialing in VoiceGATE 
GATEWAY from PSTN side ,the real number dialed out will 
become 789000.  

�����>URP@�FRPPDQG�
ROM file information and firmware upgrade function. 
------------------------------------------------------------------------------------------------ 
XVU�FRQILJ��URP�
�
520�ILOHV�XSGDWLQJ�FRPPDQGV�
8VDJH��
URP�>�DSS@�>�GVSWHVW@�>�GVSFRUH@�>�GVSDSS@�>�UESFP@�>�KWSFP@�
� � � � >�JUHHWLQJ@��V�7)73�)73VHUYHU�LS��I�ILOHQDPH�
URP�>�PHWKRG�PRGH@�>�IWS�XVHUQDPH�SDVVZRUG@�
URP��SULQW�
� � � � �SULQW� � VKRZ�YHUVLRQV�RI�URP�ILOHV���RSWLRQDO��
�

�����>SDVVZG@�FRPPDQG�
 
For security concern, users have to input the password before entering 
configuration mode. 
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------------------------------------------------------------------------------------------------- 
XVU�FRQILJ��SDVVZG�
3DVVZRUG�VHWWLQJ�LQIRUPDWLRQ�DQG�FRQILJXUDWLRQ�
8VDJH��
SDVVZG��VHW�/RJLQQDPH�3DVVZRUG�
1RWH��
/RJLQQDPH�FDQ�EH�RQO\�
URRW
�RU�
DGPLQLVWUDWRU
�
([DPSOH��
� � � SDVVZG��VHW�URRW��I[R 
 
Parameter Usages: 
-passwd <ORJLQ�QDPH> <SDVVZRUG> 
1RWH���login name!�FDQ�EH�³URRW´�RU�³DGPLQLVWUDWRU´�RQO\��³URRW´�DQG�

³DGPLQLVWUDWRU´�KDYH�WKH�VDPH�DXWKRUL]DWLRQ��H[FHSW��FRPPDQGV�WKDW�
FDQ�EH�H[HFXWHG�E\�³URRW´�RQO\�±�³SDVVZG�±VHW�URRW´��³URP�±ERRW´��DQG�
³IODVK�±FOHDQ´�
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$SSHQGL[��:HE�FRQILJXUDWLRQ�  
 
:HE�PDQDJHPHQW�VLPSOH�XVHU�JXLGH�
 
The initial version for HTTPD web management interface provides user to configure easily 
rather than command operating method through RS-232 / TELNET. 
 
The configuration function and step is similar with the way through command line. 
Basically this version is not the finalized version for web interface. Initially user please 
refer to the manual for more information. Below provide a simple user guide for user to 
configure via web interface. Next version for HTTPD web management will not like the 
command format, but friendly interface.   
 
6WHS����%URZVH�WKH�,3�$GGUHVV�ZKLFK�KDV�SUHGHILQHG�YLD�56�����
 
 
6WHS����,QSXW�WKH�ORJLQ�QDPH�DQG�SDVVZRUG� �

��Login name:  root / administrator 
��Password:  None (just press Enter in default value)  
 
 

The web interface main screen 

 
 
 
6WHS����6WDUW�FRQILJXUH�
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Most of all commands displayed in console / telnet are transfer to web interface. The most 
important commands are Network Interface, H323 Information, Commit Data and Reboot 
System. The method is as the same as command mode.  
 

���� 1HWZRUN�,QWHUIDFH�
z� VoiceGATE GATEWAY IP Address: Set IP Address 
z� Subnet Mask: Set the Subnet Mask 
z� Default routing gateway: Set Default routing gateway 
z� DHCP: Enable / Disable to DHCP mode 
z� SNTP: Enable / Disable the Simple Network Time Protocol  
z� SNTP Server Address: Set SNTP Server Address 
z� GMT: Set time zone for SNTP Server time 
z� IP Sharing: Enable it if behind IP Sharing router 
z� IP Sharing Server Address: Set WAN IP Address of IP Sharing Server router 

if it is a fixed one.  
Please be noted: 
If the WAN IP Address of IP Sharing Server router is not a fixed one, it is not 
necessary to input any values.  
If behind the dynamic WAN IP Address situation please configure as GK mode and 
select Welltech Call Manager as proxy server.  
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���� +����,QIRUPDWLRQ�
z� Mode: Select GK mode or Peer-to-Peer mode 
z� Gatekeeper IP Address: Set Gatekeeper IP Address  
z� Gateway Type: Set Register Type to GK (Gateway / Terminal) 

Registered Prefix: Set Prefix Number as E.164 number 
z� Registered Alias: Set Registered Alias as H323 ID 
z� Gatekeeper Discovery  RTP Port  Time to Live (TTL) 

Gatekeeper finding port  RAS Port  Response Timeout 
Connection Timeout: For Advanced User Only 

 
���� 6\VWHP�&RQILJ�
z� Keypad Type: Select different DTMF Keypad Type (For Advanced User) 
z� Dial Plan: Set DTMF digit limitation (0 is for any digits) 
z� Inter Digit Time: Set the DTMF inter digit time (second) 
z� End of Dial:�Digit type of end of dialing. ( 0:No end of dialing, 1:[*] button, 2:[#] button ) 
z� 2nddial: This command is necessary for setting one time dial method use. 

While user would like to skip 2nddial process, VoiceGATE GATEWAY  
must close 2nddial and set as 0 (2nddial off). The default value is set as 1 
(2nddial on). 

z�  
z� Call Alive: Enable the function to check connection (Both side must support) 
z� Line Seizure: Choose line seizure mode (None/UCD) 
z� Gateway Service: Specify gateway service type. 
 (0: Dial in service,1: Direct in line service,2: HotLine/LineToLine  service.) 
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���� 9RLFH�6HWWLQJ��)RU�$GYDQFHG�8VHU��
z� Frame Size: It got wrong order with “Codec Priority”. Select the Codec Priority. 

(For Advanced User) 
z� Codec Priority: It got wrong order with “Frame Size”. Select the packet size in 

sending process. (For Advanced User) 
z� G.723 Silence Suppression: Enable / Disable (For Advanced User) 
z� Volume: Adjust the volume in “Voice” (sending out); “Input” (receiving); 

“ DTMF” (DTMF sending out) Please Noted the value is limited. 
z� Echo Cancel: Enable / Disable (suggested always Enable) 
z� Jitter Buffer: Min. Delay and Max. Delay (For Advanced User) 
z� Optimized Factor (Jitter): (For Advanced User) 
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1.5 3KRQH�3DWWHUQ��)RU�$GYDQFHG�8VHU� 
z� Busy Tone:  
z� Reorder Tone: 
z� Ring Tone: 
z� Dial Tone:. 
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���� 6XSSRUW�)XQFWLRQV��%RWK�VLGH�PXVW�VXSSRUW��
z� T.38: Enable for T.38 FAX 
z� Fast Start: Enable to do Fast Start  
z� H.245 Tunneling: Enable to open H.245 Tunneling 

 

 
 

���� 3KRQH�%RRN��)RU�3HHU�WR�3HHU�PRGH�RQO\��
Input the Name, IP Address and E.164 No. for the destination device.  
Please Note: The E.164 No. will be carried together to the destination side. It is said if 
the destination side is requested to match its E.164 No. (Line No.), user can not input 
any digit he wished.  
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���� 7\SH�2I�6HUYLFH�

Adjust the parameter in IP Header for router identity purpose.  
If the version has PPPoE function, ToS is not available to do any configuration.  

 
 

���� +RW�/LQHV� �
Select HOST Port and set Destination Address. The Remote Number is subject to the 
Destination’s configuration.  
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����3DVVZRUG�
First select login name as root or administrator, then enter current password , new 
password and confirm new password again. 

 
 

 
 

����� 520�8SJUDGH�
z� TFTP Server IP Address: Set TFTP server IP address 
z� Target File name: Set file name prepared to upgrade 
z� Method: Select download method as TFTP or FTP 
z� FTP Server IP Address: Set FTP server IP address 
z� FTP Login: Set FTP login name and password 
z� Target File Type: Select which sector of Gateways to upgrade 
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����� IODVK�&OHDQ�
Press CLEAN will clean all configurations of Gateways and reset to factory default 
value.  
Please be noted: Once execute this function, user must re-configure all other 
commands except IP Address. 

 

 
 
 
 
 
 

����� &RPPLW�'DWD�
After configuration, user has to commit data then reboot machine. 

   It is an important step after every configuration. 
 

 
 
 
 

����� 5HERRW�6\VWHP�
After commit configuration, user has to REBOOT device. 

   It is an important step after every configuration. 

 
 
 


