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For further information: international@digicom.it or http://www.digicom.it
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� 1 Autosensing LAN port 10BaseT/

100BaseTx

� 1 Bidirectional parallel port, Type B

Centronics (IEEE1284, Nibble/Byte

mode)

� Supported protocols: TCP/IP, NetBEUI,

IPX/SPX, AppleTalk

� Windows® XP, 2000, Me, 98, 95, NT,

Mac® OS X and higher

� LPR and RAW print modes

� WEB Based configuration

� Led indicators: Lk, LPT, Pw

� Plastic chassis

� 5V external power supply

� Dimensions: 90 x 60 x 33 mm

� Weight: 50 gr.

� Operating temperature fron 0 to 50°C

� Non-condensing humidity between 5%

and 95%

� CE Mark

Printer Server PX 22.11.2006

DESCRIPTION

The compact solution to share the LAN printer!

The new small sized Digicom Printer Server PX

directly connects to the printer parallel port so that the

printer can be shared by all the PCs of the LAN,

independently by the Operating System.

With Printer Server PX you will be able to easily share

your color printers or the printers equipped with a

parallel port.

It is a suitable

solution for all

the applications

of Office Printer

Sharing as it is

supplied with

complete drivers and supports the most popular print

modes.

Printer Server PX supports Windows® XP, 2000, ME,

98, 95, NT and MAC® OS.

Printer Server PX

Code: 8E4262
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